
 
 
 

ROLL BAGGER 
(Series 90) 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Features 

·  In-Line System Design allows smooth continuous flow of product 
·  Bag changeover is automatic with a position for loading a new wicket of bags while the 

unit is operational 
·  Completely adjustable to accommodate a variety of product and package configurations 
·  Advanced microprocessor control 
·  Interactive Operator Interface supports diagnostics and machine function 
·  Advanced timing and control abilities are available to service or maintenance personnel 

via password protected control software 
·  Design emphasizes safety and reliability, straight forward operation and complete 

accessibility for maintenance and sanitation 



Closure Unit

Tying Conveyor Options
Product Discharge Elevation
36" [915mm]

Discharge
Center Line

NOTE:  Straight Tying Conveyor = 20" [508mm] wide
Right Angle Tying Conveyor = 24" [610mm] wide

Grouper

(by Others)

36" Elevation

 

Indexer
Infeed Section Slicer

Module
Stacker Bagger

12'-6" [3810mm]

1'-4" [406mm]

   

  

  

  

Model GU10W-7-4 Hinge Slicer

Model BF-15WFTC Single Band Slicer

Product Turn Section

Product Feed Elevation
43 1/2"

Main Electrical
Enclosure

9'-6" [2896mm]

  

20'-0" [6096mm]

42'-0" [12802mm] 7'-3" [2210mm]

20" [508MM]

3'-0"[915mm]

7'-9" [2362mm]

Right Hand Operator Side Shown, Left Hand is Oposite.
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General Specifications 

·  Production Rate:       75 Packages per minute (8 count) 
·  Package Size:       4” wide x 6” long (min); 12” wide x 16” long (max) x 4 ½ high 
·  Electrical Power:       12.5 KW, 3 Phase, various Voltages Available 
·  Air Requirements:      12 CFM [340 L/M] @ 90 PSI [6.2bar] Air drop at Bagger 
                                                20 CFM [566 L/M] @ 90 PSI [6.2bar] Air drop at Grouper 

 
 
 
Options 

·  Right Angle or Inline Tying Conveyor 
·  Product Turn Mechanism (Cluster 4, 5 or 6 Hotdog Rolls) 
·  Hinge, Web, Single or Double through slice, and New England Style Slice 

 
 
 

 
 

Designed to perform. Backed by experience. 

 

2410 W. Main Street 
Jackson MI 49203 USA 
Phone (517) 787-3301 

Fax (517) 782-1033 
www.lematic.com 

 


